No. 0788

November, 1998

Product: RAD Private MIB

Subject: Compiling a new RAD Private MIB into a standard SNMP platform

General:

RAD private MIB, together with standard MIBs provide SNMP access to RAD manageable devices. During the setup of any RADview product, the RAD private MIB is automatically being installed.

Customers who wish to manage RAD equipment using a MIB browser, without installing RADview, can get the RAD private MIB free of charge, and manually compile it into his SNMP platform. 

As the manual compilation of any MIB may not be a trivial operation, it is recommended to be performed by an experienced NMS administrator only.

MIB compilation procedure:

1. Get the latest version of the RAD private MIB:

· Order RAD-MIB-SW, or:

· Download the latest MIB version from the RAD ftp site: ftp.rad.com The file is located under the /products/radview/mib directory. RAD private MIB file names have the following format: Radxxxx.zip, where xxxx stands for the MIB version.

2. Get the dependant standard MIBs:

For a successful compilation of a new RAD private MIB you need to compile additional standard MIBs in a specific order, into your SNMP platform. All dependant standard MIBs can be found under the /products/radview/mib directory, on the RAD ftp site. They are in a file named xxxmiblist.zip (where “xxx” stands for the RAD private MIB   version, i.e. 466) file. This zip file will contain not only the dependant MIBs, but also a text file specifying the right compilation order per MIB version. Make sure to download the miblist file corresponding to the RAD private MIB you downloaded in the previous step. In case you ordered the RAD private mib, download the latest version of the miblist file from the ftp site.

3. For HPOV on a Unix workstation Compiling the MIB is needed in case the users would like to use a MIB browser, to GET or SET SNMP variable in a device. This is usually needed, in cases were RADview is not installed, and the user needs basic SNMP monitoring of an SNMP supported device.

 Insert the RADview-HPOV Installation CD-ROM into the drive.

 Type: /opt/OV/bin/ovw &

 From the Options menu, select: Load/Unload MIBs: SNMP

[image: image1.png]Loaded S MIBs

£1002-SMUPv2-SKT

£c1003-SMPv2-TC Load
Lniosd]

£c1906-SMPV2-TH
£c1007-SMMPV2-MIB |
TANA EType-MIB

Ec1213-MIB-TT

£c2011-TP-MIB

£c2012-TCP-MIB

£c2013-UDP-MIB

£c2233-TF-MIB

dntE-dni.nib





 Click: Load…

 In the MIB File to Load Field, type: /cdrom/cdrom0/Rad.mib
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 Click  OK

 A Message will be displayed, stating the RAD MIB is being loaded.

 Click OK and approve the load of the Trap/Notification macro
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 Note that the Load/Unload MIBs: SNMP box shows the RAD MIB in the   

          loaded SNMP MIBs list
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4. For SNMPc on a PC workstation, copy the unzipped files into SNMPc’s MIB directory (c:/SNMPc/mibfiles). Compile all the MIBs according to the compilation order described in the xxxmiblist.zip file. 

The following is an example compilation order for the RAD 0466 MIB:

standard.mib

snmpv2.mib

rfc2011.mib

rfc2012.mib

rfc2013.mib

rfc1271.mib

rfc1907r.mib

rfc2819r.mib

rfc1512.mib

ianaiftype.mib

rfc2863r.mib

rfc2864r.mib

rfc2108r.mib

rfc2115.mib

rfc1659.mib

rfc1354.mib

rfc1381.mib

rfc1382.mib

rfc1471.mib

rfc1472.mib

rfc1473.mib

rfc1493.mib

rfc2665.mib

rfc1748.mib

rfc2493.mib

rfc2514.mib

ces.mib

rfc2495.mib

rfc2496.mib

rfc1604.mib

rfc2515.mib

rfc1724.mib

rfc2096.mib

rfc2127.mib

rfc2128j.mib

rfc2239s.mib

rfc2494.mib

ima00200.mib

atm2-12.mib

rfc1513.mib

h341rad7.mib

v51_npl.mib

rfc2571.mib

rfc2579r.mib

rfc2737.mib

rfc2558.mib

rfc2021.mib

rfc2856r.mib

frsld.mib

igmp.mib

aps.mib

atmaal2.mib

rfc2674r.mib

lannet60.mib

rnd24.mib

rad0466.mib

In case the compilation order is not completed successfully, several error messages will be logged into the SNMP platform’s log file. Copy the error messages and send them to RAD technical support.

Note:

· Consult the SNMP platform's documentation and on-line help for specific, platform-oriented compilation instructions.
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